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   T E C H N I C A L  D A T A  S H E E T  

    FLEXI TECH 60 RG  
            Solvent-free, two-component polyurethane elastomer 
 
 
 
Thortex Flexi Tech 60 RG is a pasty, fast-curing, 
high-performance urethane-free elastomer 
specifically developed for emergency repair or part 
of planned maintenance for process equipment 
and/or rubber components. It can be used for fans, 
inclined planes, hoppers, rollers, seals, hoses, 
conveyor belts, coating of process equipment such 
as pumps, valves etc. 
It is available ready-to-use in 500 gram bags with 
the base and activator components already pre-
dosed. 
 
The formula of Thortex Flexi Tech 60 RG is based 
on a complex blend of polyols and polyesters in 
combination with amino catalysts and activators to 
produce a cold-curing product with excellent 
mechanical strength properties. 
The properties of Thortex Flexi Tech 60 RG have 
been specially designed for use on industrial rubber 
products. 
 
Before proceeding, please read the following 
instructions carefully to ensure correct 
understanding of the application procedure. 
 
 
SURFACE PREPARATION 
 
Remove all traces of dirt, oil or grease, and clean 
the surface with Thortex Universal Cleaner. 
All areas with fragmented or shattered rubber must 
be cut away to provide a healthy repair area. 
 
Smooth surfaces, including metal surfaces, must be 
mechanically roughened to present a good profile, 
preferring abrasive blasting for metal substrates, 
however, a manual mechanical grinder can be 
used. Ensure that the surface is etched and not 
polished. 
For rubber surfaces it is preferable to use a wire 
brush. 
 
The ends of the areas to be repaired of strips, 
pipes, tyres etc. must be cut in an inverted V shape. 
All loose dust and particles must be blown off the 
prepared surface. 
 
 
 
 
 

 
 
PRIMING 
 
On all areas to be repaired or in need of surface 
restoration, Thortex Flexi Tech Primer must first 
be applied. This product is supplied as a bi-
component consisting of the Primer contained in a 
conical container and a small bottle of Hardener. 
The contents of the Hardener bottle must be poured 
into the Primer bottle immediately before use and 
shaken to ensure complete mixing of the two 
components. 
After use, the container must be sealed again, 
taking care to avoid contamination. Thortex Flexi 
Tech Primer treated in this manner has a shelf life 
of approximately 3 months. 
The Primer should be applied with a soft bristle 
brush to obtain an even but thin layer, taking care to 
avoid build-up. 
 
Allow a minimum of 60 minutes and no more than 
36 hours at 20°C before applying Thortex Flexi 
Tech 60 RG. 
 
 
MIXING 

 
Thortex Flexi Tech 60 RG is supplied in a dual-
compartment package with the base and activator 
components already pre-dosed. 
 
The material must be used within 5 minutes after 
mixing if at 20°C. 
 
APPLICATION 

 
The mixed compound must be pressed well into the 
prepared area, allowing it to penetrate into cracks 
and surface defects.  
 
Where necessary, reinforcement tape can be 
incorporated into the compound and overlapped to 
achieve multi-layer reinforcement. 
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Do not apply when the ambient or substrate 
temperature is below 5°C or relative humidity is 
above 90%. 
 
All tools must be cleaned IMMEDIATELY after use 
with Thortex Universal Cleaner. 
 
 

TECHNICAL DATA 
 
Mixing ratio  
Base   Activator  
3             1    In Volume 
3   1                          In Weight 

 
Appearance  
Base   Paste black 
Activator  Paste matt 
 
Drying and curing times at 20°C 
Use time     5 minutes 
Initial curing time    30 minutes 
Processing time    1 hour 
Final mechanical strength   36 hours 
 
Volume Solids    100% 
 
Volatile Organic Substances  none 
 
Shelf Life   
Use within 12 months from the date of purchase. 
Store in original sealed containers at a temperature 
between 15° and 30°C. 
 
 

PHYSICAL PROPERTIES 
 

Tensile strength   70kg/cmq 
ASTM D412 
 

Tear resistance     36kg/cm 
ASTM D624         
 
Elongation resistance          400%  
ASTM D412          
 
Hardness Shore A             64 
ASTM 2240 
 
Abrasion resistance           
ASTM D4060 
1 day curing at 20°C 
H18 dry wheels        365 cu mm/1000 cycles 
 
 
 
 

 

 

 
 
HEALTH AND SAFETY 
 
If the usual rules of caution are used, Thortex Flexi 
Tech 60 RG is safe to use. 
 
Protective gloves and other recommended personal 
protective equipment should be used during use. 
Before mixing and applying the material, make sure 
you have read and fully understood the safety data 
sheet. 
 
 
PACKAGE 
 
500 g pack 
 
 
 
 
 
 
 
 
 
 
 
Health and Safety 
The information contained in this data sheet should be regarded 
as general information only. It is given in good faith without 
responsibility on the part of the manufacturer for the use to which 
the product or this information will be put, since this is beyond the 
control of Thortex Italia. The user must determine the suitability 
of the product by his own technical tests. 
 
 
 
Legal notes 
The data in this data sheet are provided for information only and 
are believed to be reliable at the time of issue. We cannot accept 
responsibility for results obtained by others for which methods we 
have no control. It is the responsibility of the customer to 
determine the suitability of the product for use. Thortex UK 
accepts no liability arising from the use of this information or the 
product described herein. 
 
 
 
 
 
 
 

Thortex Italia Srl 
Via Cavour, 13 - 46100 Mantova (MN) 
Tel. 0376/408720 Fax 0376/409923 

www.thortex.it E-mail: info@thortex.it 
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